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AILERON SETTING

YAW SETTING

PRESS SET FOR 3 SECONDS – RUDD LIGHT ON
 – SPEED LIGHT FLASHES

                                     YAW RATE SETTING
TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY FO

-R 3 SECONDS. CLICK SET KEY UNTIL RUDD LIGHT IS ON AND SPEED 

LIGHT FLASHES. WHEN THE SPEED LIGHT FLASHES 5 TIMES IT INDICA

-TES FACTORY DEFAULT YAW RATE. MOVE THE ELEVATOR STICK UP

AND DOWN TO INCREASE OR DECREASE THE YAW RATE SETTING. TH

-E AMOUNT OF FLASHES INDICATES THE LEVEL, 1 BEING THE LOWEST

TO 9 BEING THE HIGHEST. AFTER THE DESIRED LEVEL IS ACHIEVED, P

-RESS THE SET KEY FOR 3 SECONDS TO SAVE THE SETTING.

RUDD LIGHT ON – CLICK SET – GYRO LIGHT FLASHES

                                         YAW GAIN SETTING
TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY FOR

3 SECONDS. CLICK SET KEY UNTIL RUDD LIGHT IS ON AND GYRO LIGHT

FLASHES. WHEN THE GYRO LIGHT FLASHES 5 TIMES IT INDICATES FAC

-TORY DEFAULT YAW GAIN. MOVE THE ELEVATOR STICK UP AND DOWN

 TO INCREASE OR DECREASE THE YAW GAIN SETTING. THE AMOUNT OF

 FLASHES INDICATES THE LEVEL, 1 BEING THE LOWEST TO 9 BEING THE 

HIGHEST. AFTER THE DESIRED LEVEL IS ACHIEVED, PRESS THE SET KEY

-FOR 3 SECONDS TO SAVE THE SETTING.

PRESS SET 3 SECONDS – ELEV LIGHT ON
 – SPEED LIGHT FLASHES

                                         PITCH RATE SETTING
TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY FOR

3 SECONDS. CLICK SET KEY UNTIL ELEV LIGHT IS ON AND SPEED LIGHT

FLASHES. WHEN THE SPEED LIGHT FLASHES 5 TIMES IT INDICATES FAC

-TORY DEFAULT PITCH RATE. MOVE THE ELEVATOR STICK UP AND DO

-WN TO INCREASE OR DECREASE THE PITCH RATE SETTING. THE AMOU

-NT OF FLASHES INDICATES THE LEVEL, 1 BEING THE LOWEST TO 9 BEI

-NG THE HIGHEST. AFTER THE DESIRED LEVEL IS ACHIEVED, PRESS THE

SET KEY FOR 3 SECONDS TO SAVE THE SETTING.

                                    PITCH GAIN SETTING
TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY

FOR 3 SECONDS. CLICK SET KEY UNTIL ELEV LIGHT IS ON AND GYRO

 LIGHT FLASHES. WHEN THE GYRO LIGHT FLASHES 5 TIMES IT INDICA

-TES FACTORY DEFAULT PITCH GAIN. MOVE THE ELEVATOR STICK UP

 AND DOWN TO INCREASE OR DECREASE THE GAIN SETTING. THE AM

-OUNT OF FLASHES INDICATES THE LEVEL, 1 BEING THE LOWEST TO

9 BEING THE HIGHEST. AFTER THE DESIRED LEVEL IS ACHIEVED, PRE

-SS THE SET KEY FOR 3 SECONDS TO SAVE THE SETTING.

ELEV LIGHT ON – CLICK SET – GYRO LIGHT FLASHES

ELEV LIGHT ON – CLICK SET – AGILE LIGHT FLASHES

                                       PITCH AGILITY SETTING
TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY 

FOR 3 SECONDS. CLICK SET KEY UNTIL ELEV LIGHT IS ON AND AGILE

LIGHT FLASHES. WHEN THE AGILE LIGHT FLASHES 5 TIMES IT INDICA

-TES FACTORY DEFAULT PITCH AGILITY. MOVE THE ELEVATOR STICK

UP AND DOWN TO INCREASE OR DECREASE THE AGILITY SETTING.TH

-E AMOUNT OF FLASHES INDICATES THE LEVEL, 1 BEING THE LOWEST

 TO 9 BEING THE HIGHEST. AFTER THE DESIRED LEVEL IS ACHIEVED, 

PRESS THE SET KEY FOR 3 SECONDS TO SAVE THE SETTING.

ELEV LIGHT ON – CLICK SET – GYRO LIGHT FLASHES

PRESS SET 3 SECONDS – AILE LIGHT ON – SPEED 
LIGHT FLASHES

                                   AILERON RATE SETTING

TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY 

FOR 3 SECONDS. CLICK SET KEY UNTIL AILE LIGHT IS ON AND SPE

-ED LIGHT FLASHES. WHEN THE SPEED LIGHT FLASHES 5 TIMES IT 

INDICATES FACTORY DEFAULT AILERON RATE. MOVE THE ELEVAT

-OR STICK UP AND DOWN TO INCREASE OR DECREASE THE RATE S

ETTING. THE AMOUNT OF FLASHES INDICATES THE LEVEL, 1 BEING 

THE LOWEST TO 9 BEING THE HIGHEST. AFTER THE DESIRED LEVEL

IS ACHIEVED, PRESS THE SET KEY FOR 3 SECONDS TO SAVE THE S

ETTING.

AILE LIGHT ON – CLICK SET – AGILE LIGHT FLASHES

                                   AILERON AGILITY SETTING

TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY

 FOR 3 SECONDS. CLICK SET KEY UNTIL AILE LIGHT IS ON AND AGIL

-E LIGHT FLASHES. WHEN THE AGILE LIGHT FLASHES 5 TIMES IT IND

-ICATES FACTORY DEFAULT AILERON AGILITY. MOVE THE ELEVATOR

STICK UP AND DOWN TO INCREASE OR DECREASE THE AGILITY SET

-TING. THE AMOUNT OF FLASHES INDICATES THE LEVEL, 1 BEING TH

-E LOWEST TO 9 BEING THE HIGHEST. AFTER THE DESIRED LEVEL IS

ACHIEVED, PRESS THE SET KEY FOR 3 SECONDS TO SAVE THE SETT

-ING.

AILE LIGHT ON – CLICK SET – GYRO LIGHT FLASHES

                                   AILERON GAIN SETTING

TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY

FOR 3 SECONDS. CLICK SET KEY UNTIL AILE LIGHT IS ON AND GYRO

LIGHT FLASHES. WHEN THE GYRO LIGHT FLASHES 5 TIMES IT INDICA

-TES FACTORY DEFAULT AILERON GAIN. MOVE THE ELEVATOR STICK

UP AND DOWN TO INCREASE OR DECREASE THE GAIN SETTING. THE

AMOUNT OF FLASHES INDICATES THE LEVEL, 1 BEING THE LOWEST 

TO 9 BEING THE HIGHEST. AFTER THE DESIRED LEVEL IS ACHIEVED, 

PRESS THE SET KEY FOR 3 SECONDS TO SAVE THE SETTING.

SERVO MID-POINT SETTING

SERVO MID-POINT SETTING

                                   SERVO MID-POINT SETTING

TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY

FOR 3 SECONDS. CLICK SET KEY UNTIL SERVO LIGHT IS ON. USE 

THE STICKS OF AILERON, ELEVATOR, AND RUDDER TO SETUP THE

MID-POINT OF THE SERVOS. CH1 IS FOR AILERON, CH2 FOR ELEVAT

-OR, AND CH3 FOR RUDDER. AFTER DESIRED MID-POINT IS ACHIEVED,

PRESS SET KEY FOR 3 SECONDS TO SAVE THE SETTING.

COLLECTIVE PITCH SETTING

COLLECTIVE PITCH SETTING

Transmitter description

Remote Control Power Light(Red)

Attitude mode
Attitude mode
3D mode

Remote Control Power Light(Blue)

CLICK SET – PITCH LIGHT ON

                                   COLLECTIVE PITCH SETTING

TO ADJUST FLIGHT CONTROLLER SETTINGS, PRESS THE SET KEY 

FOR 3 SECONDS.  CLICK SET KEY UNTIL PITCH LIGHT IS ON. TOGGLE

THE HOLD SWITCH OF RADIO TRANSMITTER TO ACTIVATE THE THRO

-TTLE-CUT. BEGIN BY MOVING THE THROTTLE STICK TO 50% MID-POI

-NT AND USING A PITCH GAUGE ENSURE A READING OF ZERO.  THEN

 MOVE THE THROTTLE STICK TO THE HIGHEST POSITION, USE THE EL

-EVATOR STICK TO INCREASE OR DECREASE THE ANGLE OF PITCH T

-OYOUR DESIRED SETTING. MOVE THE THROTTLE STICK TO THE LOW

-EST POSITION, USE THE ELEVATOR STICK TO INCREASE OR DECREA

-SETHE ANGLE OF PITCH TO YOUR DESIRED SETTING.  THE DEFAULT

-FACTORY SETTINGS ARE 12.5 DEGREES ON BOTH ENDS. AFTER YOUR 

DESIRED SETTING IS ACHIEVED, PRESS SET KEY FOR 3 SECONDS TO

SAVE THE SETTING.

RESET DEFAULT SETTINGS

DIAGRAM OF FLIGHT CONTROL
SETTINGS 

DIAGRAM OF FLIGHT CONTROL
SETTINGS 

CLICK SET 10 TIMES

                                   RESET DEFAULT SETTINGS

AFTER A RADIO IS BOUND TO THE HELICOPTER, CLICK SET KEY TEN

TIMES, THE BLUE AND RED LED LIGHTS OF THE FLIGHT CONTROLLER

WILL FLASH AT THE SAME TIME. RESET IS DONE AFTER THE INITIALIZ

-ATION OF FLIGHT CONTROL.

SET MENU SETTING BUTTON           RUDD RUDDER SETTING MODE

ELEV ELEVATOR SETTING MODE    AILE AILERON SETTING MODE

SERVO SERVO CENTRAL POINT SETTING

PITCH PITCH SETTING                      SPEED RATE INDICATOR

AGILE AGILITY INDICATOR              GYRO GYRO GAIN INDICATOR

DIAGRAM OF FLIGHT CONTROLLER

NOTE：BIND TRANSMITTER TO FLIGHT CONTROLLER, WAIT FOR T

HE INITIALIZATION, THEN START SETTINGS.


